
L E D  L I G H T  T O W E R Electric

l No fuel, no maintenance...just plug in & go to work.
   Can be used inside or out with any electrical 
   source, land power, etc.

l 4 x 88W high efficiency LED explosion proof light 
   heads have a 5 year warranty and are easily tilted 
   & rotated by hand illuminating a 25,833 sq ft area

l Telescopic vertical galvanized mast

l Built for a long life! Rugged 10 gauge steel 
  enclosure and fenders are galvanized and 
  powder coated inside and out. 

l Fork pockets and lifting bail for transporting with
   extendable handles for positioning on jobsites.

CHAIN ATEX 

Explosion Proof Light Heads



Trime X-Chain Atex Specifications

*Specs subject to change

Applications

Illuminated area = 49,520 sq ft

Trime X-Chain Atex Specifications

*Specs subject to change

Applications

Illuminated area = 25,833 sq ft

Mast Height 23'

Wind Rating 50 mph

IP Level 66

Unit Dimensions - Stowed 47" x 34" x 83"

Operating Dimensions 73" x 57" x  276"

Dry Weight 728

Operating Weight 728

Control Panel 15/20A input selector

120V 15A input

120V 20A input

120V 20A output

Mast, Dimensions & Weight 4 high efficiency LED explosion proof heads 
can be adjusted by hand

(877) 97TRIME
(877) 978-7463

sales@trimeusa.com 

Trime US, Inc.
3 Killdeer Court, Suite 301
Swedesboro, NJ 08085
www.trimeusa.com
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