
L E D  L I G H T  T O W E R
SolarPOLE SOLAR 

l ’ maximum height 18

l High efficiency 130W LED solar panel

 PIR motion sensor standard. Dims l

   when no one is around to improve 
   power efficiency 

 4,603 sq ft of illuminated areal

 On-board controller regulates power l

   output

l 5 section manual vertical tower

 Lithium ion battery packl

 40 units per 53’ trailerl

 Zero Co2 emission, zero noise level,l

   and zero fuel consumption



Trime X-Chain Atex Specifications

*Specs subject to change

Trime X-Pole Solar Specifications

*Specs subject to change

Mast Height 18'

Wind Rating 50 mph

Unit Dimensions - Stowed 59" x 24" x 93"

Operating Dimensions 59" x 24" x 216"

Dry Weight 882 lbs

Operating Weight 882 lbs

Type LED

Power 50W

IP Level 65

Power 130W

Min Working Full Bright 11.5 hrs

Min Working Dim Mode 46 hrs

Type Lithium

Number 1

Power Battery Pack 656W

Expected Battery Cycle 2000

Mast, Dimensions & Weight

Floodlights

Solar Panel

Batteries

Illuminated area = 4,603 sq ft

Applications

Emergency 
Exits

Parking Lots
& Garages

Construction
& Work Sites

Special Events

Military
ApplicationsRural Streets
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